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STDHYDRAULIC WEIGHING SYSTEM

www. .eu

Features:

    Weighing accuracy ± 1.5% of the vehicle’s rated capacity
    Easy and quick installation
    High level of connectivity (SmartBox, Griptech Connect) 
    Compatible with all front-end and attachment devices
    Sensor protected against overload

https://griptech.eu/?utm_source=Datenblatt&utm_medium=STD_de
https://griptech.eu/produkte/wiegesysteme/hydraulische-wiegesysteme/std/?utm_source=Datenblatt&utm_medium=STD_de
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Accuracy ± 1.5% of the truck capacity
Convenient system for weight estimation in which the pressure sensor is located directly in the main line to the mast. 

Features:
	 R320 indicator
	 Weighing accuracy ± 1.5% of the vehicle’s rated capacity
	 Easy and quick installation
	 High level of connectivity (SmartBox, Griptech Connect)
	 Sensor protected against overload
	 Components are vibration- and shock-resistant�
	 Protected against overvoltage
	 Compatible with all attachments

Options:
	 R420 indicator with numeric keypad
	 Printer and data transmission (e.g., via SmartBox or Griptech Connect)

Technical Data:
	 Supply voltage: 12 – 24 Volts
	 R320 indicator protection class: IP65
	 R320 indicator dimensions (W × H): 166 mm × 77 mm

Weighing procedure:
The weight is raised to a predetermined height and weight determination starts 
automatically. After a short time, the weight is determined and displayed.

STDHYDRAULIC WEIGHING SYSTEM

Hydraulic weighing system STD incl. indicator R320

Load capacity Display steps in kg at nominal load capacity of the forklift truck
Series of the forklift truck up to 2,500 kg up to 5,000 kg up to 10,000 kg up to 20,000 kg

STD up to 20,000 kg 10 kg 20 kg 50 kg 100 kg

https://griptech.eu/?utm_source=Datenblatt&utm_medium=STD_de

