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WGTWEIGHING FORK CARRIAGE

www. .eu

Features:

    100% Made in Europe – high component availability
    Robust design with optimized visibility in Griptech design
    Weighing possible at any lift height
    Homogeneous load distribution across four load cells 
    Standard signal transmission via spiral cable

https://griptech.eu/?utm_source=Datenblatt&utm_medium=wiegender_Gabeltrager_de
https://griptech.eu/produkte/wiegesysteme/wiegende-gabeltraeger/wiegende-gabeltraeger/?utm_source=Datenblatt&utm_medium=wiegender_Gabeltrager_de
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Accuracy ±0.5% of the applied load
The weighing fork carriage must be mounted as an attachment on the original fork carriage of the forklift truck. Alternatively, 
the weighing fork carriage can be integrated directly into the mast. This saves the weight and lost load center of the original 
fork carriage and the residual load capacity of the forklift truck is better. The advantage of the weighing fork carriage is that 
standard forks or attachments can be fitted.

Features – New Version:
	 Robust construction with optimized visibility in Griptech design
	 100% Made in Europe – high component availability
	 New high-precision load cells from in-house production
	 Homogeneous load distribution across four load cells ensures reliability even under heavy-duty applications
	 New R320 indicator in Griptech branding, enabling connectivity to SmartBox and Griptech Connect
	 Upper FEM profile with notches for fork locking, preventing lateral slipping of the forks
	 Available as an add-on unit or integrated into the mast to reduce load center distance and dead weight, while increasing resi-

dual capacity
	 Standard signal transmission via spiral cable (optional via wireless or mast cable)
	 Weighing possible at any lift height

Options:                   
	 Voltage converter for 12 - 48 volts (output voltage 12 V) incl. stabilization filter, IP 67
	 Indicator with numeric keypad and special functions (R420)
	 Piece counting function instead of adding function
	 RS232 interface incl. connection cable and Sub-D connector
	 Additional price radio transmission (incl. 1 x battery up to 125 operating hours)
	 Extra exchangeable battery for radio transmission (active for up to 125 operating hours)
	 Mast cable guide instead of spiral cable
	 Large or additional display
	 Printer and data transmission (e.g., via SmartBox or Griptech Connect)
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Weighing fork carriage WGT

Series Load capacity kg at 500 
mm LC ISO/ FEM rear/front Width  F

mm
Display arrangement 

kg
V 

mm COG mm Weight
kg

As an attachment (Indicator R320)
WGT 25 2500 II 1000 2 98 60 115
WGT 30 3000 III 1100 5 105 60 150
WGT 40 4000 III 1200 5 145 70 185
WGT 50 5000 III/IV 1300 10 150 80 360
Integrated in the mast* (Indicator R320)
WGTI 25 2500 int/II 1000 2 98 60 115
WGTI 30 3000 int/III 1100 5 105 65 150
WGTI 40 4000 int/III 1200 5 150 70 185
WGTI 50 5000 int/III oder IV 1300 10 155 80 350

https://griptech.eu/?utm_source=Datenblatt&utm_medium=wiegender_Gabeltrager_de

