
Att
ac

hm
en

ts
W

ei
gh

in
g 

sy
st

em
s

Ca
m

er
a 

sy
st

em
s

PKKPALLET INVERTER WITH PUSHER

www. .eu

Features:

    Robust and compact design
    360-degree continuous rotation in both directions
    Compact lost load center and low own weight for optimal residual load capacity
    Only a single additional hydraulic line required
    Available with or without side shift

https://griptech.eu/?utm_source=Datenblatt&utm_medium=PKK_de
https://griptech.eu/produkte/anbaugeraete/palettenlose-verladung/palettenwendegeraet-pkk/?utm_source=Datenblatt&utm_medium=PKK_de


www. .eu

For palletless loading of shipping containers with sacks, cartons, or other types of packaging

When loading sea containers with bagged goods, cardboard boxes or other packaging, it is often desirable to ship the goods wit-
hout pallets. Firstly, the costs of the pallets are saved and secondly, the containers can be loaded more effectively. 

Compared to the system with pusher and stationary turning device, the pallet turning device with pusher offers the following 
advantages and disadvantages:
   A 20-foot container can be loaded in approx. 20 minutes by one forklift truck
   Use not tied to a loading area
   More favorable investment
   Product is upside down in the container
   Product must be able to be clamped

Features:
	 Robust and compact design
	 Rotation range 360 degrees endless in both directions
	 Favorable lost load center and dead weight for optimum residual load capacity
	 Available with or without sideshift
	 Only a simple additional hydraulic system required
	 Joy stick and solenoid valves included

PKKPALLET INVERTER WITH PUSHER
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Pallet inverter with pusher Push-off length 1200 mm (1 function)

Capacity Without sideshift Separate sideshift*

Series with 600 mm 
LC ISO/ FEM Omni-Omax 

mm
H 

mm
C 

mm
V 

mm
COG
mm

Weight 
kg

V 
mm

COG 
mm

Weight kg 
FEMII/III

PKK 20-515 A 2000 II/III 550-1065 1080 480 275 280 880 290 285 920/950
PKK 20-685 A 2000 II/III 720-1405 1080 650 275 275 915 290 280 955/985
PKK 20-685 B 2000 II/III 890-1575 1190 650 275 275 920 290 280 960/990
PKK 20-685 C 2000 II/III 1060-1745 1360 650 275 270 935 290 275 970/1000
PKK 20-685 D 2000 II/III 1230-1915 1530 650 275 270 945 290 275 975/1005
PKK 20-950 A 2000 II/III 985-1935 1285 800 265 270 930 270 275 965/995
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